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A fabricating method of a semiconductor device includes
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region, forming a plurality of first gates in the first region of
the substrate, such that the first gates are spaced apart from
each other at a first pitch, forming a plurality of second gates
in the second region of the substrate, such that the second
gates are spaced apart from each other at a second pitch
different from the first pitch, implanting an etch rate adjust-
ing dopant into the second region to form implanted regions,
while blocking the first region, forming a first trench by
etching the first region between the plurality of first gates,
and forming a second trench by etching the second region
between the plurality of second gates.
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1
SEMICONDUCTOR DEVICE INCLUDING
FIRST AND SECOND TRENCHES HAVING
SUBSTANTIALLY EQUAL DEPTHS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This is a continuation application based on pending
application Ser. No. 14/138,721, filed Dec. 23, 2013, which
in turn is a divisional application based on application Ser.
No. 13/213,364, filed Aug. 19, 2011, abandoned, the entire
contents of both being hereby incorporated by reference.

This application claims priority from Korean Patent
Application No. 10-2010-0095926, filed on Oct. 1, 2010, in
the Korean Intellectual Property Office, and all the benefits
accruing therefrom under 35 U.S.C. 119, the contents of
which in its entirety are herein incorporated by reference.

BACKGROUND

1. Field

Example embodiments relate to a fabricating method of a
semiconductor device and a semiconductor device fabri-
cated using the same method.

2. Description of the Related Art

In order to increase an operating current of a semicon-
ductor device, there has recently been proposed research into
methods for adjusting stress applied to a channel region by
applying mechanical stress to the semiconductor device.
That is to say, in the proposed research, the operating current
may be improved, based on the principle that the mobility of
carriers is affected when stress is produced in a channel
region. For example, if compressive stress is produced in a
channel region of a PMOS transistor, the mobility of hole
carriers may be enhanced.

SUMMARY

Example embodiments provide a fabricating method of a
semiconductor device, which can stabilize driving capabili-
ties of transistors.

Example embodiments also provide a semiconductor
device with transistors having stable driving capabilities.

These and other objects of the example embodiments will
be described in or be apparent from the following descrip-
tion of the preferred embodiments.

According to an aspect of the example embodiments a
fabricating method of a semiconductor device includes
providing a substrate having a first region and a second
region, forming a plurality of first gates in the first region of
the substrate, such that the first gates are spaced apart from
each other at a first pitch, forming a plurality of second gates
in the second region of the substrate, such that the second
gates are spaced apart from each other at a second pitch
different from the first pitch, implanting an etch rate adjust-
ing dopant into the second region to form implanted regions,
while blocking the first region, forming a first trench by
etching the first region between the plurality of first gates,
and forming a second trench by etching the second region
between the plurality of second gates.

Forming the first and second gates may include forming
the first pitch to be greater than the second pitch.

Forming the second trench may include dry etching the
implanted regions in the second region slower than dry
etching the first region.

Implanting the etch rate adjusting dopant may include
implanting elements of Group IV of the periodic table.
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Forming the first trench and the second trench may
include forming a first pre-trench in the first region between
the plurality of first gates by dry etching, forming a second
pre-trench in the second region between the plurality of
second gates by dry etching, and performing wet-etching in
each of the first and second pre-trenches to form the first
trench and the second trench, respectively.

The dry etching may be an isotropical dry etching.

Implanting the etch rate adjusting dopant may include
implanting the etch rate adjusting dopant to a same depth as
a depth of the second pre-trench.

The wet etching may include use of tetramethyl ammo-
nium hydroxide (TMAH) or ammonium hydroxide.

The first trench and the second trench may be formed to
have a hexagonal profile.

The fabricating method may further include forming a
first SiGe epitaxial layer in at least a portion of the first
trench, and forming a second SiGe epitaxial layer in at least
a portion of the second trench.

Forming the plurality of second gates in the second region
may include forming a SRAM.

The fabricating method may further include, after forming
the plurality of first gates and the plurality of second gates,
forming a lightly doped drain (LDD) in the first region and
the second region, such that implanting of the etch rate
adjusting dopant is performed between formation of the
first/second gates and formation of the LDD or performed
after formation of the LDD.

Forming the second trench may include forming the
second trench the implanted region of the second region,
such that the first and second trenches have a substantially
same depth.

Implanting the etch rate adjusting dopant may be per-
formed using a tilted implant.

According to an aspect of the example embodiments a
fabricating method of a semiconductor device includes
providing a substrate having a first region and a second
region, the second region having a higher density of gates
thereon, implanting an etch rate adjusting dopant into the
second region, while blocking the first region, and forming
first and second trenches in the first and second regions,
respectively, by dry etching.

Implanting the etch rate adjusting dopant may include
implanting elements from Group IV of the periodic table.
The dry etching may be an isotropically dry etching.

Implanting the etch rate adjusting dopant may include
implanting the etch rate adjusting dopant to a same depth as
a depth of the second trench.

The dry etching in the first and second regions may be
performed simultaneously, and the etch rate adjusting dop-
ant slowing down the dry etching in the second region

According to an aspect of the example embodiments a
fabricating method of a semiconductor device includes
providing a substrate having a first region and a second
region, forming a plurality of first gates in the first region of
the substrate, forming a plurality of second gates in the
second region of the substrate, such that the second gates
have a different pitch than the first gates, implanting an etch
rate adjusting dopant only into one of the first and second
regions to form an implanted region between adjacent
respective gates, and etching the substrate to simultaneously
form first and second trenches in the first and second
regions, respectively, such that the first and second trenches
are between adjacent respective gates and have a substan-
tially same depth.

According to an aspect of the example embodiments a
semiconductor device that includes a substrate having a first
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region and a second region defined therein, a plurality of first
gates spaced apart from each other at a first pitch in the first
region, a plurality of second gates spaced apart from each
other at a second pitch different from the first pitch in the
second region, a first trench in the first region between the
plurality of first gates, a second trench in the second region
between the plurality of second gates, a first SiGe epitaxial
layer in at least a portion of the first trench, and a second
SiGe epitaxial layer in at least a portion of the second trench,
the first trench and the second trench having a same depth.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other features and advantages will become
more apparent to those of ordinary skill in the art by
describing in detail exemplary embodiments with reference
to the attached drawings, in which:

FIGS. 1 to 5 illustrate cross-sectional views of stages in
a fabricating method of a semiconductor device according to
an embodiment;

FIG. 6 illustrates a circuit diagram of a full CMOS
SRAM; and

FIG. 7 illustrates a layout view of active patterns and a
gate of the SRAM shown in FIG. 6.

DETAILED DESCRIPTION

Example embodiments will now be described more fully
hereinafter with reference to the accompanying drawings;
however, they may be embodied in different forms and
should not be construed as limited to the embodiments set
forth herein. Rather, these embodiments are provided so that
this disclosure will be thorough and complete, and will fully
convey the scope of the invention to those skilled in the art.

In the drawing figures, the dimensions of layers and
regions may be exaggerated for clarity of illustration. It will
also be understood that when a layer (or element) is referred
to as being “on” another layer or substrate, it can be directly
on the other layer or substrate, or intervening layers may
also be present. In addition, it will also be understood that
when a layer is referred to as being “between” two layers, it
can be the only layer between the two layers, or one or more
intervening layers may also be present. Like reference
numerals refer to like elements throughout.

The use of the terms “a” and “an” and “the” and similar
referents in the context of describing the invention (espe-
cially in the context of the following claims) are to be
construed to cover both the singular and the plural, unless
otherwise indicated herein or clearly contradicted by con-
text. The terms “comprising,” “having,” “including,” and
“containing” are to be construed as open-ended terms (i.e.,
meaning “including, but not limited to,”) unless otherwise
noted.

Unless defined otherwise, all technical and scientific
terms used herein have the same meaning as commonly
understood by one of ordinary skill in the art to which this
invention belongs. It is noted that the use of any and all
examples, or exemplary terms provided herein is intended
merely to better illuminate the invention and is not a
limitation on the scope of the invention unless otherwise
specified. Further, unless defined otherwise, all terms
defined in generally used dictionaries may not be overly
interpreted.

FIGS. 1 to 5 illustrate cross-sectional views of stages in
a fabricating method of a semiconductor device according to
an embodiment.
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Referring to FIG. 1, a first region [ and a second region II
may be defined in substrates 100 and 200, respectively.
PMOS transistors may be formed in the first region I and the
second region II. It is noted, that while FIG. 1 illustrated two
substrates, e.g., formed of a same material, a single substrate
may be used, with first and second regions I and II defined
therein.

A plurality of first gates 110 spaced apart from each other
at a first pitch .1 may be formed in the first region I, and a
plurality of second gates 210 spaced apart from each other
at a second pitch L2, different from the first pitch L1, may
be formed in the second region II. For example, the first
pitch L1 may be greater than the second pitch L2, i.e., the
second region II may have a higher density of gates than the
first region . That is to say, the spacing between the plurality
of first gates 110 may be greater than the spacing between
the plurality of second gates 210, i.e., a horizontal distance
between two adjacent first gates 110 larger than a horizontal
distance between two adjacent second gates 210.

Since the spacing between adjacent second gates 210 is
smaller than the spacing between adjacent first gates 110, the
second region Il may have a to-be-etched region that is
narrower than that of the first region 1. Here, the to-be-etched
region refers to a region to be etched later, so a region for
subsequent etching between adjacent gates may be smaller,
i.e., narrower along the horizontal direction, in the second
region I than in the first region I. In other words, as will be
described later with reference to FIGS. 2 to 4, since the first
pitch L1 is greater than the second pitch [.2, an area (or a
width) of the first region I exposed by the first gates 110 is
greater than an area of the second region II exposed by the
second gates 210. Thus, the to-be-etched region of the first
region I may be wider than that of the second region II. That
is to say, a width of a first trench 132 along the horizontal
direction may be greater than that of a second trench 232
(FIG. 4).

Referring back to FIG. 1, a first gate insulating layer 112
may be disposed between the first gate 110 and the substrate
100, and a second gate insulating layer 212 may be disposed
between the second gate 210 and the substrate 200. First
spacers 120 may be formed on sidewalls of the first gates
110, and second spacers 220 may be formed on sidewalls of
the second gates 210.

Referring to FIG. 2, an etch rate adjusting dopant 300 may
be implanted into the second region II, while blocking the
first region I using a mask 190. For example, the etch rate
adjusting dopant may include Group IV eclements of the
periodic table, e.g., at least one of C, Si, and Ge. As Group
IV elements do not act as donors or acceptors, source/drain
regions may have little to no effect on a Group IV element.

The etch rate adjusting dopants may be implanted into the
substrate 200 in regions between adjacent second gates 210
to form implanted regions 222. The etch rate adjusting
dopants may be implanted to a predetermined depth, so a
depth of the implanted region 222 may be the same as a
depth d2 (FIG. 3) of a second pre-trench 231 to be formed
in a subsequent process.

For example, the depth of the etch rate adjusting dopant
300 may vary according to an extent of a desired compres-
sive stress to be applied to a channel region of the PMOS
transistor in the first region I and a compressive stress
applied to a channel region of the PMOS transistor in the
second region II.

Referring to FIG. 3, a first pre-trench 131 may be formed
in the first region I of the substrate 100 among the plurality
of first gates 110, e.g., one first pre-trench 131 may be
formed between every two adjacent first gates 110, and a
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second pre-trench 231 may be formed in the second region
1I of the substrate 200 among the plurality of second gates
210, e.g., one second pre-trench 231 may be formed between
every two adjacent second gates 210. The first and second
pre-trenches 131 and 231 may be formed in the substrates
100 and 200, respectively, using dry etching, e.g., isotropi-
cally dry etching. For example, if no bias power is applied
to a chuck in dry etching equipment during the dry etching,
the isotropically dry etching may be performed in the dry
etching equipment.

The first and second pre-trenches 131 and 231 may be
formed to depths d1 and d2, respectively. The depth d1 of the
first pre-trench 131 may equal the depth d2 of the second
pre-trench 231, ie., as measured from a bottom of each
pre-trench to an imaginary line representing an upper sur-
face of a corresponding substrate. As the second region II
includes the implanted regions 222, i.e., as the second
pre-trenches 232 are formed in regions of the implanted
regions 222 that include the etch rate adjusting dopants 300,
as described previously with reference to FIG. 2, an etch rate
of the dry etching performed in the second region II may be
smaller than that of the dry etching performed in the first
region 1. In other words, as the etch rate adjusting dopants
300 are formed only in the second region II and affect the
etch rate, the etch rate in the second region II, as compared
to the first region I, may be adjusted to be slower in
accordance with the etch rate adjusting dopants 300 in order
to achieve a same pre-trench depth as in region I.

Conventionally, i.e., a method without using etch rate
adjusting dopants, if an area (or width) of a first region I
exposed by first gates is greater than that of a second region
II exposed by second gates, use of simultaneous etching in
both regions I and Il may cause formation of pre-trenches in
the second regions that have greater depths than those of the
pre-trenches in the first region. However, in the fabricating
method of a semiconductor device according to example
embodiment, etch rate adjusting dopants are implanted, e.g.,
only, in region II. As such, despite the simultaneous etching
of'the first and second regions I and II, the etch rate adjusting
dopants in the second region II slow down the etching
therein. That is, the etch rate of the dry etching in the second
region II may be slower than the etch rate in the first region
1, i.e.,, a region without etch rate adjusting dopants, so the
depth of the second pre-trenches 231 and first pre-trench 131
may be adjusted to be the same, even though the exposed
area between adjacent first gates 110 is greater than the
exposed area between adjacent second gates 210. In other
words, use of the etch rate adjusting dopants may be
controlled, so a same etch rate in areas of different sizes may
provide pre-trenches with a same depth, i.e., the depth d1 of
the first pre-trench 131 may equal the depth d2 of the second
pre-trench 231.

Referring to FIG. 4, wet etching may be performed on the
first pre-trench 131 and the second pre-trench 231 to com-
plete the first trench 132 and the second trench 232. For
example, tetramethyl ammonium hydroxide (TMAH) or
ammonium hydroxide may be used as an etching solution in
the wet etching. The etching solution performs etching along
crystalline surfaces of the substrates 100 and 200. Thus, as
the result of the wet etching, the first trench 132 and the
second trench 232 may have a hexagonal profile (or a sigma
shape).

Referring to FIG. 5, a first SiGe epitaxial layer 142 filling
at least a portion of the first trench 132 may be formed, and
a second SiGe epitaxial layer 242 filling at least a portion of
the second trench 232 may be formed. For example, when
the first SiGe epitaxial layer 142 and the second SiGe
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epitaxial layer 242 are grown, e.g., during growth thereof, a
p-type dopant may be added, thereby completing source/
drain regions of the first SiGe epitaxial layer 142 and the
second SiGe epitaxial layer 242. In another example, after
the first SiGe epitaxial layer 142 and the second SiGe
epitaxial layer 242 are grown, a p-type dopant may be
implanted into the substrates 100 and 200 using a separate
implantation process, thereby completing source/drain
regions.

Hereinafter, a fabricating method of a semiconductor
device according to another embodiment will be described.

Referring to FIGS. 1-2, after forming a plurality of first
gates 110 and a plurality of second gates 210, a lightly doped
drain (LDD) 105 may be formed in the first region [ and the
second region II. For example, the implanting (300) of the
etch rate adjusting dopant may be performed between for-
mation of the first/second gates 110/120 and formation of the
LDD, i.e., formation of the LDD may be performed after
formation of the implanted regions 222 in FIG. 2. In another
example, the implanting (300) of the etch rate adjusting
dopant may be performed after the forming of the LDD, i.e.,
formation of the LDD may be performed between the stages
illustrated in FIGS. 1 and 2.

Further, according to the other embodiment, first addi-
tional spacers may be formed on sidewalls of the plurality of
first spacers 120, and second additional spacers may be
formed on sidewalls of the plurality of second spacers 220.
The implanting (300) of the etch rate adjusting dopant may
be performed after forming the first additional spacers and
the second additional spacers. Here, the implanting (300) of
the etch rate adjusting dopant may be performed using a
tilted implant.

A semiconductor device according to example embodi-
ments, as illustrated in FIG. 5, may include a substrate
having a first region I and a second region II defined therein,
the plurality of first gates 110 spaced apart from each other
at the first pitch in the first region I, the plurality of second
gates 210 spaced apart from each other at the second pitch
different from the first pitch in the second region 11, the first
trench 132 formed in the first region I between the plurality
of first gates 110, the second trench 232 formed in the second
region I between the plurality of second gates 210, the first
SiGe epitaxial layer 142 filling at least a portion of the first
trench 132, and the SiGe epitaxial layer 242 filling at least
a portion of the second trench 232.

In the semiconductor device according to example
embodiments, irrespective of the density of the first gates
110 and the second gates 210, the depths of the first trench
132 and the second trench 232 may be adjusted. Accord-
ingly, the depth of the first SiGe epitaxial layer 142 filling
the first trench 132 and the depth of the second SiGe
epitaxial layer 242 filling the second trench 232 may be
adjusted. Therefore, it may be possible to adjust the mag-
nitude of the compressive stress applied to the channel
region of the PMOS transistor in the first region I and the
magnitude of the compressive stress applied to the channel
region of the PMOS transistor in the second region II.

For example, depths of the first trench 132 and the second
trench 232 may be adjusted to be equal to each other. Thus,
depths of the first SiGe epitaxial layer 142 and the second
SiGe epitaxial layer 242 filling the first trench 132 and filling
the second trench 232, respectively, may also be adjusted to
be equal to each other. Therefore, it may also be possible to
adjust the magnitudes of the compressive stress applied to
the channel region of the PMOS transistor in the first region
T and the compressive stress applied to the channel region of
the PMOS transistor in the second region II to be equal to
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each other. Accordingly, in the semiconductor device
according to example embodiments, the driving capability
of the PMOS transistor may be stabilized, which will be
described in greater detail with reference to FIGS. 6 and 7
below. FIGS. 6 and 7 illustrate a Static random-access
memory (SRAM) that is a full CMOS SRAM, but the
invention is not limited thereto. FIG. 6 is a circuit diagram
of a full CMOS SRAM, and FIG. 7 is a layout view
illustrating active patterns and a gate of the SRAM shown in
FIG. 6.

First, an SRAM will briefly be described with reference to
FIG. 6. The SRAM may include first and second pass
transistors Q1 and Q2 connecting a bit line BL and a bit line
bar BLB to memory cell nodes Nd1 and Nd2, respectively,
aword line WL activated to ‘high’ and connected to gates of
the first and second pass transistors Q1 and Q2, a PMOS
transistor Q5 connected between a power supply voltage
Vec and the memory cell node Nd1, and an NMOS transistor
Q3 connected between the memory cell node Nd1 and a
ground voltage Vss. The PMOS transistor Q5 and the
NMOS transistor Q3 are controlled by a signal of the
memory cell node Nd2, and supply the power supply voltage
Vec and the ground voltage Vss, respectively, to the memory
cell node Nd1.

The SRAM may also include a PMOS transistor Q6
connected between the power supply voltage Vcc and the
memory cell node Nd2 and an NMOS transistor Q4 con-
nected between the memory cell node Nd2 and the ground
voltage Vss. The PMOS transistor Q6 and the NMOS
transistor Q4 are controlled by a signal of the memory cell
node Nd1, and supply the power supply voltage Vcc or the
ground voltage Vss, respectively, to the memory cell node
Nd2.

The first pass transistor Q1, the NMOS transistor Q3, i.e.,
a driving transistor, and the PMOS transistor Q5, i.e., a
pull-up transistor, meet at the memory cell node Nd1 that
stores data. In addition, the second pass transistor Q2, i.e., an
access transistor, the NMOS transistor Q4, i.e., a driving
transistor, and the PMOS ftransistor Q6, ie., a pull-up
transistor, are engaged with each other in the same manner.

Referring to FIG. 7, line-shaped active patterns 400 are
arranged to have spaces 402 therebetween i.e., at a third
pitch P1. A plurality of gates 404 may be arranged on the
active patterns 400 at a fourth pitch P2 to be perpendicular
to the active patterns 400. For example, the third pitch P1
may equal the fourth pitch P2. The plurality of gates 404
may have a stacked structure of a gate oxide layer and a
conductive layer. The gates 404 may be provided as gate
electrodes of PMOS or NMOS transistors.

As described above, the extent of etching may vary
according to the area exposed by the etching. As shown in
FIG. 7, the active patterns 400 of the SRAM may have
narrow widths, and the third pitch P1 between the active
patterns 400 may not be constant according to the type of
processing used. In addition, the fourth pitch P2 between the
plurality of gates 404 may not be constant either. Thus, it
may be difficult to achieve ensured driving capabilities of the
plurality of transistors Q1 to Q6 in a conventional SRAM.

That is, conventionally, when a SiGe layer is formed in a
trench of a source/drain region of a conventional PMOS
transistor, i.e., to apply compressive stress to the channel
region of the PMOS transistor, a loading effect may be
generated according to the density of a gate in the PMOS
transistor, so a size (or depth) of the trench may vary. In
other words, a depth of the SiGe layer filling the trench may
vary according to the density of the gate in the PMOS
transistor, e.g., due to different etching rates in regions
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having different densities, so the magnitude of the compres-
sive stress applied to the channel region of the PMOS
transistor may not be constant. As such, the driving capa-
bility of the conventional PMOS transistor may be unstable.

However, according to the fabricating methods of the
semiconductor device of the example embodiments, the
driving capabilities of the plurality of transistors Q1 to Q6
may be appropriately adjusted even if the third pitch P1 and
the fourth pitch P2 are not constant. That is, an etch rate
adjusting dopant may be implanted into regions to be etched
in accordance with varying densities of gates of transistors,
so the etch rate adjusting dopant may slow etching in denser
regions of the substrate in order to provide same constant
trench depths and constant compressive stress.

Example embodiments have been disclosed herein, and
although specific terms are employed, they are used and are
to be interpreted in a generic and descriptive sense only and
not for purpose of limitation. In some instances, as would be
apparent to one of ordinary skill in the art as of the filing of
the present application, features, characteristics, and/or ele-
ments described in connection with a particular embodiment
may be used singly or in combination with features, char-
acteristics, and/or elements described in connection with
other embodiments unless otherwise specifically indicated.
Accordingly, it will be understood by those of skill in the art
that various changes in form and details may be made
without departing from the spirit and scope of the example
embodiments as set forth in the following claims.

What is claimed is:

1. A semiconductor device, comprising:

a substrate having a first region and a second region
defined therein;

a plurality of first gates spaced apart from each other at a
first pitch in the first region;

a plurality of second gates spaced apart from each other
at a second pitch different from the first pitch in the
second region;

active patterns protruded from the substrate, each of the
active patterns extending in a first direction;

a space between adjacent active patterns;

at least one of the plurality of first gates and at least one
of the plurality of second gates extending on at least
two active patterns in a second direction, the second
direction being perpendicular to the first direction;

a first trench in the first region between the plurality of
first gates;

a second trench in the second region between the plurality
of second gates;

a first epitaxial layer in at least a portion of the first trench;
and

a second epitaxial layer in at least a portion of the second
trench,

wherein the first trench and the second trench have
substantially equal depths, and

wherein the first trench and the second trench have
substantially hexagonal profiles or sigma shapes.

2. The semiconductor device of the claim 1, wherein the

first pitch is greater than the second pitch.

3. The semiconductor device of the claim 1, wherein the
first pitch is the pitch between the adjacent two first gates in
the first region, and the second pitch is the pitch between the
adjacent two second gates in the second region.

4. The semiconductor device of the claim 1, wherein the
first epitaxial layer and the second epitaxial layer include
silicon germanium.
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5. The semiconductor device of the claim 1, wherein the
first epitaxial layer and the second epitaxial layer include
p-type dopants.

6. The semiconductor device of the claim 1, wherein
lightly doped drains (LDDs) are formed in the first region
and the second region.

7. The semiconductor device of the claim 1, further
comprising:

first gate insulating layers disposed between the first gates

and the substrate;

second gate insulating layers disposed between the second

gates and the substrate;

a plurality of first spacers formed on sidewalls of the first

gate; and

a plurality of second spacers formed on sidewalls of the

second gate,

wherein the first gate insulating layer extends between the

first gate and the plurality of first spacers, and the
second gate insulating layer extends between the sec-
ond gate and the plurality of second spacers.

8. The semiconductor device of the claim 7, wherein first
additional spacers are formed on sidewalls of the plurality of
first spacers, and second additional spacers are formed on
sidewalls of the plurality of second spacers.

9. The semiconductor device of the claim 1, wherein the
first region includes a logic region and the second region
includes a SRAM region.
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10. A semiconductor device, comprising:
a substrate having a SRAM region which includes a first
region and a second region;
a plurality of first gates spaced apart from each other at a
first pitch in the first region;
a plurality of second gates spaced apart from each other
at a second pitch different from the first pitch in the
second region;
active patterns protruded from the substrate, each of the
active patterns extending in a first direction;

a space between adjacent active patterns;

at least one of the plurality of first gates and at least one
of the plurality of second gates extending on at least
two active patterns in a second direction, the second
direction being perpendicular to the first direction;

a first trench in the first region between the plurality of
first gates;

a second trench in the second region between the plurality
of second gates;

a first epitaxial layer in at least a portion of the first trench;
and

a second epitaxial layer in at least a portion of the second
trench,

wherein the first trench and the second trench have
substantially equal depths, and

wherein the first trench and the second trench have
substantially hexagonal profiles or sigma shapes.
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